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FIG. 2 
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ENCLOSING PRIMARY PAIR OF HORIZONTALLY 
ALIGNED ELECTROMAGNETIC COILS WITHIN A PLATFORM 



■510 



INCORPORATING SECONDARY PAIRS OF 
ELECTROMAGNETIC COILS AT AN ANGLE TO THE 
PRIMARY PAIRS OF ELECTROMAGNETIC COILS, 
PREFERABLY MUTUALLY PERPENDICULARLY THEREWITH 
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CONNECTING THE PAIR OF HORIZONTALLY 
ALIGNED ELECTROMAGNETIC COILS VIA AN 
OSCILLATOR AND A RELAY, TO A PROCESSOR 
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INDICATING CORRECT POSITIONING FOR A SUBJECT'S 
FEET ON UPPER SURFACE OF THE PLATFORM 
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ATTACHING A FOOT DETECTION MEANS TO 
THE PLATFORM OF DETECTION OFFEET ON 
UPPER SURFACE OF SIDE PLATFORM 
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ATTACHING AN ELECTROMAGNETIC DAMPING SCREEN 
IN THE VERTICAL PLANE BETWEEN THE COILS. 



CONNECTING THE FOOT DETECTION 
MEANS TO THE PROCESSOR 



COUPLING THE PROCESSOR TO THE DISPLAY 
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FIG. 5 



